
NCO HOUSING TYPE 2 A

BUILDINGS 5302, 5303, $~)4, $306, 5"307, 5308,
5311, $312, $314, $315, 5317, S318

The row houses are constructed of brick on coacr¢~ fom~dations. Vv"mdows arc
stud ~¢~h~ ~’ll~ and ~ porr~k arc ~oae,. The wro~t i~a r~ will need
attention shortly due to fast formation at posts.
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CONDITION SURVEY DATA  HJel Yl’

SIGNAGE
D~GE& GRADING
LIGHTING
PLA~TL~G

COHCR~ WALL
CONCR~I~ PIERS
SKIRTh’~G

WOOD SIDL~G
CONCR.~I~
STUCCO
CONCR~ IB/s’roNE FACE
MASONT.Y
pAL~,~
WOOD
:~l~-~-I CO~S
METAL TRLM
ASBESTOS SIDING

COMPO~[IION
BUILT-UP
METAL

FLASHING

BELL .TOWER
CLERESTORY
A-.r lIC VENTS

SCUPPE~ BOXES
DOWNSPOUTS
MISC. FENP,, J.’KATIONS

WOOD PANEL
FLUSH WOOD
FLUSH METAL
GLASS LIGHTS
HARDWARE
TRANEOM
WOOD OVERHEAD
METAL OVERHF.,AD

WOOD DOL~UNG
WOOD ~’T
GLASS BLOCK
VL’~IL
WOOD VElar/HOPPER
WOOD DECORATIVE
WOOD FIXED
METAL CASF_Mt~’T
METAL AV~qNG/HOPPF__~
METAL DECORATIVE
SCR~S/BA~

ROOFED
ENCLOSED
CONCR~t~ 31~
WOOD S.( ~’S
GRANIII: ~1 ~i*S
BRICK PORCH & b-I ~PS
METAL RAILLNG
WOOD RAILING
COLUMNS
ROOF BALUS l KADE

FIRE ESCAPES
METAL

M~.~)NRY
METAL

BUILDING P.,,A
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NCO HOUSING TYPE 2 A

CONDITION SUrRVEY

FIVE UNIT ROW HOUSES

BUILDINGS 5302 - 5304, 5306 - 5308, 5311, 5312, 5314, 5315, 5317, 5318

1. Metal casement w~mdows are starting to rust.

2. Bathrooms are re.blared only by casement windows. Some residents indicated a need for
mechanical ventilation.

3. Sod build-up has necessitated the creation of trenches along building faces to disperse
r~inwater.

4. Wood sills at gable end yeats have started to weather.

$. Metal handr~n~ are rusting. Some are spalling concrete steps, espe~_’~31y at east units.

6. Siding appears loose at ~ end of Building 5318.

7. Shingles are loose at dormer vent, BuiM+-~ $317.

8. Rear sheds need p~i-t.

9. Edge flashing is rus~g at roofs of rear sheds.

10. Alnminnm light fixtures at front and rear doors are out of character.

11. Handratl/guardrail spacing at rear decks is not per code.

12. Concrete porch s~eps are soiled and mossy.

13. Stone portal ornamemafion ow.r entries is soiled.

14. Residents report ~_’onal plumbing problems.

15. Chimneys are soiled, m~y need repoiatlnfr

16. Rusting hose b~ is staining building. [Bnlldin~ 5302]

17. T 1-11 siding On rear sheds is out of eh~ractsr.

Where shaded by shrubbery, m~ry is mossy.

19. Some rear shed gutters are not sloped to drain. [Buildin~ 5304 E]

20. Marry extends below grade.

21. Masom-y is soiled and mo~3 espe~" fly near grade and at porches.



LANDSCAPING
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SKIRTING
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WOOD TRIM C. 4
~L~,~L CO~S
METAL ~
ASBESTOS SIDING

ROOFS
COMPOSITION
BUILT-UP
MET~
T LE ii @
FLASHING u

ROOF ACCESSORIES
B~I TOWER
CLERF_.SI~RY
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DOWNSPOU’I~ O @
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DOORS
WOOD PANEL e ¢
FLUSH WOOD
FLUSH METAL
GLASS LIGHTS O
HARDWARE 9
TRANSOM "
WOOD OVERHEAD ....
METAl,,. OVERHEAD

WINDOWS
WOOD DOUBLEHUNO
WOOD CASEMEN-r
GLASS BLOCK
VINYL
WOOD VEX’T/HOPPER
WOOD DECORATIVE
WOOD ~
ME’TAL CASE.~T 7,Z O q~ t
METAL AWNING/HOPPER
METAL DECORATIVE I_
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.,MASONRY :C 5.’7 ®
METAL I



NCO HOUSING TYPE 2 A

MAINTENANCE AND REPAIR NOTES

FIVE UNIT ROW HOUSES

*
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RUSTING WINDOWS
a. Scrape, sand and stee.l wool to remove all rusL Prote.~ glass.
b. Prime ~me day with oil based primer.
¢. Replace glazing putty if loose or cracked.

p M.t~
e. Oil hardware.

BATHROOM VENTILATION
a. If moisture is tl~m~’nZ interior plaster or finishes or if m~dew is predominant, provide

m~-h~-~l venfil~fiort in bathrooms.
b. Flash penew~ons watertight.

DK4ANAGE
a. Regrade and resod as budget permits, starting at worst conditions.

WOOD SILLS
a. Scrape and sand to remove loose paint.
b. Repaint.

RUSTING HANDRAW*~
a. See Metal Handrail article and illustration.
b. Scrape, sand and steel wool to remove all rust. Prime immeAiately.

Remove entire rail if bases are rnstiag in co-,n-etc.
d. Provide new posts or weld new bases to exist~g posts. Prime or ga~. niTe.
e. Cut back d~maged concrete a minimum ,~im-eter of 4" around base.
f. Insert temporary sleeve in void, sized ~ighfly larger than post.
g. Fill void with cememitions patching compomad, crovcned to slope away from metal.

Remove temporary sleeve.
i. Insert post, l~n~ plnmb and leveL
j. Pour melted lead all around post_ Tamp down, add more lead to a height slightly higher

than patehlnZ compomad.
k. The lead will help cushion movement from different rates of thermal exp~-~ion, keeping

moisture out.
L puint with oi/based semi-~oss exterior paint.

LOOSE SIDING
a. Resecure to structure with galw-~.d finishing valk.
b. Set, fill, sand, prime and pMnt nail holes.

LOOSE SHINGLF.S
a. Realign and resecure to structure with galw-17ed fin;~h;ng valk,
b. Set, fill; ~nd, prime and p~int hall holes.

REAR SHEDS
Paint plywood siding as budget permits.
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NCO HOUSING TYPE 2A
MA.INTENANCE & REPAIR

PAGE 2 OF 2

LIGHT FIXTURES
a. Replace with fixtm~ in eh~maer with b~iIding. See fixture at 5318.

GUARDRAIL SPACING
a. Uuless under special jurisdiction, codes usnalTy require th;~ spacing such rh~t a 6" sphere

(ch;ld’s head) -~-,,ot pass through.
b. Remedy dtuation.

PORCH STEPS
a. Remove soft and moss with a natural bristle brush and bleach solution.
b. Rin~ thoroughly.
c. Keep moisture rot.aining substances away from building elements.

SOIL ON ENTRY OR~NAMENTATION
a. Remove with natural bristle brush and detergent solution.
b. Rin~ thoroaghly.

PLUMBING PROBLEMS
a. As budget permits, replace entire plumbing systems that are 60 years old or more.
b. This ~ be more economical than ¢onfim)M pateh~ and related repair to cl~maged

materbJs:
Schedule for 1998.

SOrLgD CHIMNEYS
a. Remove soft and moss.
b. Repoint if soR mortar is presem.

RUSTING HOSE BID
a. Rephce rast;~ pipe to nearest tee.
b. Caulk around bm~ling penetration.
c. Rcln~all fauceL

T 1-11 SIDING
a. Since )h;~ is on the rear of these gructures it is not ~..sually offensive from the street.
b. This s/cllng may not last as long as standard bevel s~l;ng.
c. Eventual replacement may have to be budgeted for.

MK)SS ON MASONRY AT SHRUBBERY
& Prune to open up shrub, ~ahandng natural growth pattern.
b. Replace oveagrowa shrubs.
c. Remove moss from bm’Ming with natural bristle br~)sh and bleach solution.
d. Ri~ thoroughly.

S.HED GUTTERS
a. Adjust to slope toward downspouts.

MASONRY BELOW GRADE
a. OrJ~nal pla,,~ indicate that 6nt¢h grade should occur at first mortar joint, and

waterproofing was designed for th;~ condkion.
b. Re~ad~ if Finish grade is ~ag above this pomL

SOILED MASONRY
a. Remove with natural bristle brush and spray from garden hose.
b. Keep masonry free from debris which re)ain~ moisture.


